L[ COM SD Recorder

Constant recorder supporting both
in- veh|cle and stationary use

MEMORY camp

Our new SD recorder synchronizes audio and video data to save them
in an SD memory card as moving image (in the H.264 format).
Information data entered via serial I/F can be added to a moving
image file while being kept in sync with video data.

eCompact in size
Almost same size as car audio system (1DIN), allowing the recorder
to be installed at a desired place
The recorder can be mounted directly in the console box of your car.

e4-ch video input
Switchable video input between 1ch and 4ch
Plural camera video images can be recorded as 4-split image, leading to versatile use.

eSupport of in-vehicle use
Design in consideration of severe in-vehicle environment (temperature and vibration),
making this instrument an optimum driving recorder.
Either 12V or 24V battery is available.

Specifications of the SD recorder

Power supply DC 10V to DC30V (10W) Audio output Analog output (mono)

Dimensions (mm)  |178(W) x 40(H) x 140(D) (excluding protrusion)| |Video compression system |H.264

Weight Approx. 1.5 kg Audio compression system |G.726

Video input 1 to 4 ch, video signal (NTSC,PAL) Record medium SD memory card (up to 4 GB), FAT32
Audio input LINE or MIC input, analog (mono) Sensing record time 60 seconds before and after an event
Moving image format |ASF format, resolution: CIF-VGA COmRES fager fime ?ﬁﬁg%xé ‘éi??ggz/éf%?z KB is set)
Frame rate 30 fps (settable in the 1 to 30 fps range) Operating temperature range 0°C to +50 °C

Video output Video signal (NTSC,PAL) Relative humidity 20% to 80% (non-condensing)

e Ratings, specifications, and appearance are subject to change without notice

Safety For safety operation, be sure to read through the| forimprovement.

e The product color may be somewhat different from the actual one due to printing.

caution| “Instruction Manual” before using the recorder. « The description in this brochure is valid as of May 2007.

Announcement: This instrument is subject to export control rules in Japan.
Appropriate procedure is required for some destinations and purposes.
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